

A Radiator for Modern Heating 




A low, extended form of radiation. 
Steel and Copper Construction. 

UNOBTRUSIVE 

EFFICIENT 
CLEAN 



'Heat At Your Fe«r 



P^mUteni ^Ht^d^t^eM., AncUUedi. and Qo4itn,aciafi6. 

(NSTALLATIONS: 

FINE HOMES in and near New York, Boston, Chicago, Phila- 
delphia, Wilmington, Niagara Falls, Scranton, Binghamton 
and other localities* 

COLLEGE LIBRARIES at Chicago, University of Delaware, 
Drew, Bryn Mawr and Temple* 

FAMOUS STORES AND RESTAURANTS on famous streets: 
Fifth Ave,, Walnut and Chestnut Sts., Michigan Ave. 

OFFICE BUILDINGS AND APARTMENTS in New York, 
Philadelphia, Wilmington, Chicago, Hartford. 



Provides a mild, uniformly 
distributed warmth. 

Eliminates spotty heating, 
draughty floors, soiled walls* 

Permits unobstructed place- 
ment of furniture* 



A Near Approach to Panel Heating Well Adapted to Air Conditioning 




THE COMPLETE RADIATOR comprises a heater unit con^ 
cealed within a cover. — Radiator covers range in length from 3 
feet to 10 feet. — Heaters are one foot shorter than the cover. ^ 
Multiples of single radiators can be made continuous in any length. 
^ Covers are assemblies of sections lYi, 3 and 4 feet long, con- 
nected longitudinally, by screws, in perfect alignment. ^ Cover 
parts are the back cover, the front panel, and the end plates. 



Types: C5 5K"high. Tile Design Grill 

[)g 8" high. Vertical Bar Grill. 



Depth - both types: 3" 

Weight 4/^ lbs* ft. less than one pound per sq. ft. of radiation. 

RdtingS , ♦ . • ^5 6 sq. ft, per lineal foot of heater. 

7 sq. ft. per lineal foot of heater. 

Installations completely exposed, when attached to baseboard. 

Hal£ Recessed, by attaching to the studding. 
Fully Recessed, on furred-out wall surface. 
Valves and Fittings are completely concealed 
within the cover. If valves are ordered attached 
at the factory, the radiators can be quickly con- 
nected to the radiator studs by means of screwed 
unions. 



Radiators ♦ ♦ Shipped fully assembled, ready to be attached to 

supports by nails or screws. 



Systems The Radiator is adapted for use on one and two 

pipe steam, and on one and two pipe hot water, 
using special valves and fittings for one pipe 
steam and for both types of hot water. 



FiOORUNE Radiator Sizes 



UNIT 


KATKD 


CAPACITIES 


L(j1TH. 
IN FT. 


TYPE C5 

SQ. FT, 


TYPE D8 
SQ. FT. 




1 Z 


1 4 


4 


1 R 
1 O 


91 


c 

3 


04 


9R 
Zo 


0 






7 


36 


42 


8 


42 


49 


9 


48 


56 


10 


54 


63 



FROST RGSEHRCH 
LnRORRTORV, Inc. 
noRRiSTOuin, pn. 



FLOOR 



UNIT 



IN FT. 



3 
4 
5 
6 
7 
8 
9 
10 



FR 

n 



B 

a 
f 

s 



CO 

I 

> 



I 8 



9 o 

s- o - 

|i 

3 o 

tar 



< r- 



IS 

± m 
O m 

JO 

O ^ 
< H 

m z 
H m 

6) X 

m z 
O 



to 



o 



tor Sizes 

PAOITIKS 

TYPK D8 
S(i. FT. 

14 
21 
28 
35 
42 
49 
56 
63 



Ini. 



